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contouring guidelines the first (D1), second (D2), third and 
fourth (D3) parts were contoured separately in E, I and FB 
phases creating twelve image sets per patient. Motion 
variation for each structure was calculated by the difference 
in all three (XYZ) co-ordinates. Mean variations in position of 
D, D1, D2 and D3 with respect to E, I and FB phases were 
noted. The difference between E/I, E/FB and I/FB for D, D1, 
D2 and D3 were analyzed. Final data had 36 sets of values for 
mean and standard deviation per patient. 
 
Results: Mean variations (cm) of D motion between E and I in 
XYZ co-ordinates were: 0.38(±0.53), 0.61(± 0.56), 0.53(± 
0.72); between E and FB: 0.47(± 0.53), 0.49 (± 0.52), 0.49(± 
0.74); between I and FB 0.35(± 0.49), 0.62(± 0.39), 0.61(± 
0.81). The next step was the motion calculation for different 
parts of D in XYZ co-ordinates. For D1: between E and I 
0.31(± 0.25), 0.65(± 0.71), 0.44(± 0.38), between E and FB: 
0.31(± 0.17), 1.0(± 1.35), 0.66(± 0.84); between I and FB 
0.22(± 0.15), 1.05(± 1.39), 0.66(± 0.88). For D2: between E 
and I; 1.18(± 1.26), 2.4(± 2.65), 0.55(± 0.76); between E and 
FB 1.01(± 1.07), 2.28(± 2.29), 0.45(± 0.6), between I and FB: 
0.29(±0.22), 0.46(± 0.44), 0.18(± 0.16). Similarly for D3 
between E and I; 0.77 (± 1.01), 1.5(± 2.13), 0.52(±0.65), 
between E and FB: 0.48(± 0.41), 1.48(±2.76), 0.2(± 0.16) and 
between I and FB: 0.9(± 1.11), 2.4(±2.99), 0.62(± 0.83). 
 
Conclusion: D moves maximally in cranio-caudal (CC) 
direction and minimally in lateral direction in different 
phases of respiration. Relatively fixed D1 moves maximally in 
anterio-posterior (AP) direction (range: 0.1-2.3 cm), while 
mobile parts D2 and D3 in CC directions (range: 0.5-4 cm) 
between E and I. Keeping in mind the precision of SBRT, a 
PRV for duodenum 3mm radial and 5 mm CC with respiratory 
phase guidance will cover the range of motion. Differential 
margin for D1-D3 with validated delineation guideline should 
be evaluated in a larger cohort. 
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Purpose or Objective: To develop and evaluate a patient-
specific respiratory motion model obtained from time-
resolved Cone-Beam CT (CBCT) and driven by a surrogate 
breathing signal. The motion model is proposed for the real-
time tracking of lung tumors, accounting for interfraction 
motion variations. 
 
Material and Methods: The motion-compensated CBCT 
reconstruction algorithm [1] was used to derive a time-
resolved CBCT scan sorted into ten breathing phases. Tumor 
position was identified on each CBCT phase volume by non-
rigidly propagating the GTV contours defined on the planning 
CT scan. GTV coordinates associated to each CBCT volume 
were linearly interpolated to obtain the patient-specific 
motion model, describing the 3D tumor position over the 
mean respiratory cycle of the CBCT scan. The phase 
parameter given as input to the respiratory model was 
estimated from diaphragm motion computed from CBCT 
projections. The proposed motion model was tested on a 
clinical database of six lung cancer patients, including two 
CBCT scans acquired per patient before and after setup 
correction. The first CBCT scan was used to build the motion 
model, which was tested on the second scan after correcting 
model coordinates for the applied setup shifts. Tumor 
positions estimated in 3D with the motion model were 
projected at the corresponding angle and compared to the 
real target position identified on CBCT projections by using a 





Results: Twenty-five seconds of CBCT scan, corresponding to 
about 135 CBCT projections, were analyzed on average for 
each patient. Figure 1 depicts exemplifying results of tumor 
trajectories along the vertical image direction, which 
corresponds to the projection of the superior-inferior tumor 
motion, and along the horizontal image direction, which 
represents the combination of antero-posterior and medio-
lateral tumor motion. A significance correlation (p-value < 
0.05) was found between real and estimated tumor 
trajectories, with Spearman correlation coefficients of 0.71 
and 0.68 on average for superior-inferior and transverse 
directions, respectively. As reported in Table 1, the median 
value of absolute tracking errors did not exceed 2.0 mm for 
the single direction of tumor motion. 
 
Conclusion: A novel approach for intrafraction tracking of 
lung tumors was investigated, exploiting a patient-specific 
respiratory motion model derived from time-resolved CBCT 
images. Compared to CT-based motion models, the proposed 
method does not need to compensate for interfraction 
motion variations that can occur between planning and 
treatment phases. An external breathing surrogate obtained 
from non-invasive optical surface imaging is envisaged to be 
used to drive the motion model during treatment.  
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